
WELL SCREEN (AS SPECIFIED)
IMPERVIOUS MATERIAL OR DEPTH SPECIFIED

FLOW INTAKE SCREEN (AS SPECIFIED)

WELL CASING (AS SPECIFIED)

WHEN WELL IS CASED WITH PVC, EXTEND PVC CASING

PUMP CYLINDER (AS SPECIFIED)

PUMP ROD (AS SPECIFIED)

5'-0" (1524 mm) (OR AS SPECIFIED)

DROP PIPE (AS SPECIFIED)

1/8"(3 mm) O WEEP HOLE (MUST BE BELOW FROSTLINE)

CEMENT GROUT-2" (51 mm) MIN. THICKNESS (SEE SPECIFICATIONS
FOR REQUIRED DEPTH).

FROSTLINE

NATURAL GROUND 18
"

COUPLING

STUFFING BOX (AS SPECIFIED)

WATER LINE

FLOW

ADAPTER

POLISHED ROD

SINGLE HOLE-SPLIT WELL SEAL
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TEE, ONE SIZE LARGER
THAN DROP PIPE.

STEEL CASING TO DEPTH SPECIFIED.

5"

 NO.4 REINFORCING BARS, @
12"(305 mm) O.C. MAX. BOTHWAYS 2" (51 mm) 

8'-0" (2438 mm) SQ. 

IF WINDMILL IS INSTALLED.

TO TOP OF STEEL CASING.
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NOTE:

1. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS
FOLLOWING THE ENGLISH UNITS.

SLOPE 1/4"/ FT. (21 mm/m)
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PUMPING WATER LEVEL

OR SEE DWG 13701-1

MIN. COVER.

3" (76 mm) MIN.
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